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AN INVESTIGATION OF THE W E C T  OF TARGET T E M F E 3 A ~  

ON PROJECTIW PENETRATION AND CRATERIN@ 

By W i l l i a m  H. K i m d  and C. H. Lambert, Jr. 

SUMMARY 
I / d 6  4.3 

Results of s t e e l  p ro j ec t i l e s  f i r e d  into copper t a r g e t s  a t  ve loc i t i e s  
from 3,000 t o  11,500 f e e t  per second indicate that as the t a rge t  temper- 
a ture  is  increased the  c ra te r  s ize  a l so  increases. P ro jec t i l e s  impacting 
t a rge t s  heated t o  90O0 F produced cra te rs  having as much as twice the  
volume of c r a t e r s  produced by p ro jec t i l e s  of the same type impacting 
t a rge t s  having a temperature of 80° F. It appeass that the  decreasing 
of the  speed of sound in  the t a rge t  material as it is heated can be used 
as a parameter t o  predict  the amount of increased crater ing t o  be 
expected when t a rge t s  are heated. 

Twenty-two cal iber  s t e e l  cylinders having length- todiameter  r a t i o s  
and 1 and s t e e l  spheres having a diameter of of 

the  pro jec t i les .  It was noted from the  data obtain& that t h e  values 
of the  penetration produced by the  impacting cylinders divided by t h e  
length of t he  cylinders a re  very near the values of the penetration pro- 
duced by t h e  spheres divided by the length of an equivalent cylinder 
having the  same mass and mment of i n e r t i a  about the longitudinal axis 
a s  the spherical  p ro j ec t i l e s  when a l l  other f ac to r s  are held ident ica l .  

inch were used as 3 

INTRODUCTION 

The vulnerabi l i ty  of space vehicles, s a t e l l i t e s ,  and long-range 
missiles t o  damage by co l l i s ion  with meteors and other small p a r t i c l e s  
has been the  subject of various investigations.  
ref. 1.) Since it is  real ized that hypersonic vehicles may reach rela- 
t i v e l y  high skin temperatures a t  some portion of t h e i r  t ra jec tory ,  it 
i s  of i n t e r e s t  t o  see w h a t  e f f ec t  the skin temperature has on t h e  pene- 
t r a t i o n  and on the  c ra t e r  formed by an impacting object. T h i s  inves t i -  
gation w a s  conducted i n  order t o  study the behavior of copper a t  various 

(See, f o r  example, 

* T i t l e ,  Unclassified. 

I 
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temperatures when impacted by s t e e l  p ro j ec t i l e s  t ravel ing at  ve l ac i t i e s  
up t o  11,500 feet  per  second. 

SYMBOLS 

C speed of sound i n  t a rge t  material, ,I%, f t / s ec  

d p ro jec t i l e  diameter, in.  

E Young's modulus 

K a constant 

L length of pro jec t i le ,  i n .  

L1 length of f i c t i t i o u s  cylinder having same M and I as 
sphere (L1 = 1.2 x sphere diameter), in.  

M 

I 

P 

m a s s  of p ro jec t i le ,  slugs 

moment of i n e r t i a  of p ro jec t i l e  about longitudinal axis, 
lb-in.* 

penetration, in. 

v p ro jec t i l e  velocity,  f t / s ec  

P density, slug-ft  3 

Subscripts: 

P pro jec t i le  

T t a rge t  

APPARATUS AND TEST TECHNIQUE 

Description of G u n s  and Pro jec t i les  

Photographs of the two guns used t o  accelerate the cylinders and 
Figure 1 spheres i n  t h i s  investigation are shown i n  f igures  1 and 2. 
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shows a standard 220 S w i f t  r i f l e  that w a s  used t o  propel 0.22-inch- 
diameter s t e e l  cylinders having length-to-diameter r a t i o s  of 1/2 t o  a 
veloci ty  of 5,950 f e e t  per second and s t ee l  cylinders of the same diame- 
ter  having length-to-diameter r a t i o s  of 1 t o  a veloci ty  of 5,000 f e e t  
per second. 
the  cylinders t o  break two painted c i rcu i t s ,  shown i n  figure 1, and 
recording the  time in te rva l  between the breaking of each c i r c u i t  on a 
Hewlett-Packard precision electronic-counter with a time in t e rva l  u n i t .  
The cylinders w e r e  constructed from cold-rolled SAE 1020 s t ee l .  

The ve loc i t ies  of the cylinders were measured by allowing 

Figure 2 shows the helium gun which was used t o  shoot t he  I- inch- 
16 

diameter s t e e l  spheres t o  a velocity of 11,500 f e e t  per second. 
helium gun consis ts  of a 20-millimeter pump tube and a -22-caliber 
launch tube which is  connected t o  a vacuum chamber. 
t h i s  invest igat ion a helium pressure of 900 lb/sq in.  and a powder 
charge of 450 grains  of Hercules Unique r i f l e  powder were used i n  the  
pump tube. The helium i n  the pump tube i s  compressed by a shock wave 
formed by the  burning powder charge and provides the  force t o  launch the  
p ro jec t i l e .  The launching tube and vaccum chamber were evacuated t o  a 
pressure of 1 millimeter of mercury. Two 0.001-inch-thick sheets of 
aluminum f o i l  were placed i n  the vacuum tank and were v i s i b l e  from the  
outside through the  tank side windows. A s  t he  steel sphere impacted 
each f o i l  sheet, a b l i p  of l i g h t  w a s  generated. By recording these 
b l i p s  on a high-speed drum camera with the f i l m  moving i n  a plane per- 
pendicular t o  the  f l i g h t  path of the  sphere, the  veloci ty  of the sphere 
was determined. One s t e e l  sphere w a s  recovered after impacting the  
aluminum f o i l  by allowing it t o  penetrate i n t o  Styrofoam. The f a c t  
that no damage could be observed on the  sphere ind ica tes  t h a t  the  f o i l  
did not harm it. The s t e e l  spheres were mounted on the f ront  of nylon 
sabots i n  order t o  f a c i l i t a t e  shooting them i n  the .22-caliber launch 
tube. Several inches down range from the muzzle of the launch tube the  
sabot w a s  deflected from the f l i g h t  path of the  sphere by a steel p l a t e  
which protruded i n t o  the  projected cross section of t he  launch-tube 
bore ju s t  far enough t o  be struck by t h e  sabot but not far enough t o  be 
h i t  by the  smaller sphere; therefore,  the impact of the  sphere alone 
could be studied. 

The 

For the  f i r i n g s  i E  

The ve loc i t i e s  of p ro jec t i l e s  f i r e d  from the  220 Swift r i f l e  pre- 
sented herein have been corrected f o r  a e r o d y n d c  drag over the distance 
from the t a rge t  t o  a point midway between t h e  velocity-measuring gr ids .  
This correction w a s  l e s s  than 2 percent of the  measured ve loc i t i e s  i n  
a l l  cases. 
believed t o  be accurate t o  within +1 percent. 

The quoted ve loc i t ies  of a l l  t e s t s  presented herein are 
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Description of Targets 

All t a rge t s  used i n  t h i s  invest igat ion were made from commercially 
pure copper bar  stock. The t a r g e t s  used with the  220 Swift r i f l e  were 
2 inches i n  diameter and 2 inches thick,  whereas la rger  4-inch-diameter 
t a rge t s  had t o  be used with the helium gun i n  order t o  insure t h e i r  
being h i t ,  since def lect ing the sabot caused the spheres t o  deviate 
s l igh t ly  from t h e i r  o r ig ina l  f l i g h t  path. 

The t a rge t s  impacted a t  elevated temperatures were heated by a 
propane gas burner t o  a temperature above t h e  temperature desired f o r  
the  impact and then placed i n  the  t a rge t  holder and allowed t o  cool t o  
the  correct  temperature before the  f i r i ng .  
were measured by thermocouples imbedded i n  the  back of the  t a r g e t s  and 
recorded on a Honeywell Electronik s t r i p  chart  recorder. Targets used 
with the  helium ~ t ; n  had t o  be heated 300° t o  400° F above the intended 
temperature i n  order t o  allow suf f ic ien t  time t o  place them i n  the  vac- 
uum chamber, seal the end, evacuate the  chamber t o  the  correct pressure, 
and prepare t o  f i r e  the  gun before the  t a r g e t  cooled t o  the  temperature 
intended. 

Temperatures of t he  t a rge t s  

RESULTS AND DISCUSSION 

Figures 3 and 4 show photographs of the copper t a rge t s  impacted i n  
t h i s  invest igat ion.  
of the temperature of the copper t a r g e t s  a t  the  t i m e  of impact on the 
c ra te r  diameter, depth of penetration, and cra te r  volume. 

Figures 5 and 6 show graphs i l l u s t r a t i n g  the e f f ec t  

It can be seen i n  f igures  5 and 6 t h a t  i n  t a rge t s  heated t o  9000 F 
t h e  diameter of the c ra te r  formed increased about 15 t o  25 percent, the 
depth of penetration increased about 30 t o  40 percent, and the  volume 
increased about 75 t o  175 percent over those of t a rge t s  a t  80' F impacted 
by t h e  same type of p ro jec t i l e  at the  same velocity.  The 900° F tempera- 
t u re  w a s  chosen as a point of comparison because it i s  the  highest tem- 
perature a t  which a l l  types of p ro jec t i l e s  can be compared. The percent 
increase i n  volume due t o  the  increase i n  ta rge t  temperature w a s  greater 
f o r  cylinders than f o r  spheres. Reference 1 indicates  t h a t  the  penetra- 
t i o n  of a high-velocity shot may be a function of the  r a t i o  of t he  speed 
of sound i n  the  ta rge t  material  and the veloci ty  of the  impacting pro- 
j e c t i l e .  I n  the  study reported i n  reference 2 it w a s  found t h a t  t he  
penetration a l so  apparently i s  some function of the  r a t i o  of t he  density 
of t h e  t a rge t  material  t o  t he  density of the  p ro jec t i l e  and t h a t  the  
e quat i on 
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Oo69  0.69 
d = 2 . 2 8 ( 2 )  ($) 

i s  approximately the equation of t h e  l i n e  f a i r ed  through the data points  
of t h i s  reference. 

I n  the  investigation reported i n  reference 3 spheres of various 
materials were impacted i n t o  t a r g e t s  of the same material; thus, the  

r a t i o  (2) w a s  equal t o  1. The data from t h i s  invest igat ion followed 

the re la t ionship  

d = Kp(:) 

where Kp depended upon the  material  used f o r  the p ro jec t i l e  and ta rge t .  
For copper t a r g e t s  and p ro jec t i l e s  it was found t h a t  Kp = 2.44. 

I n  the present investigation, the r a t i o  w a s  not equal t o  1; 

therefore, equation (2) w a s  modified t o  include the density r a t i o ,  as 
w a s  done i n  equation (l), and the  resul t ing equation 

d = K@)(:) (3) 

w a s  obtained. 
described by equation (3) as shown by the graph of -, where L i s  the 

The data obtained i n  t h i s  invest igat ion appear t o  be 
P 
L 

length of t he  cylinder or the diameter for the  sphere, p lo t ted  against  

as shown i n  f igure 7 (a ) .  

The value of K i n  equation (2) depends upon the  material  used 
f o r  the p ro jec t i l e  and ta rge t .  
r i a l  and p ro jec t i l e  material  were held constant, and only the  projec- 
t i l e  shape w a s  changed. Therefore, K i n  equation ( 3 )  is  defined as 

I n  t h i s  investigation the  t a rge t  mate- 
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where K t  i s  a fac tor  describing the  ta rge t  material and Ks i s  a 
factor  describing the  pro jec t i le  shape. Ks w a s  a r b i t r a r i l y  chosen as 
1 for  a cylinder, and can be found f rm figure 7 t o  be 2.85 f o r  
t he  copper t a rge t s  used. Ks f o r  the  spherical  p ro j ec t i l e s  w a s  then 
established t o  be 0.765. I n  f igure 7(b) ,  values f o r  t he  steel  spheres 
have been plot ted as equivalent values of cylinders of equal mass and 
moment of i n e r t i a  around the  longitudinal axis. It can be noted tha t  
t he  values fo r  the  spheres now f a l l  i n  l i n e  with the  values f o r  the cyl- 
inders. I n  t h i s  investigation, t h i s  method seems t o  be a way i n  which 
a l l  of the  data can be correlated, and the  Ks of equation (4 )  can be 
disregarded. 
points from the  average curve of figure 7 may be caused by questionable 
values of Young’s modulus for  copper at t h e  higher temperatures. 
values of Young’s modulus used i n  calculating C f o r  t he  present tests 
were taken from reference 4. 

Kp 

It i s  f e l t  that the deviation of the  high-temperature 

The 

Figure 8 shows a p lo t  of against  (%)e) f o r  the  data obtained 
d 

by impacting the s t e e l  spheres in to  copper ‘ targets  i n  t h i s  invest igat ion 
and also the  data from reference 3 obtained by impacting copper spheres 
in to  copper ta rge ts .  The predicted penetration of equation (1) i s  a l so  
given f o r  purposes of comparison. It car, be noted that both sets of 
data agree very well  with the  p lo t  of equation (3)  which i s  a l so  shown, 
but  deviate from equation (1). It should be noted that penetration 
equations (l), (2 ) ,  and ( 3 )  s t e m  from a dimensional analysis of high- 
velocity impacts and are not obtained from a theore t ica l  investigation 
of the physical phenomena. It i s ,  therefore,  probable tha t  these equa- 
t ions  can do no more than correlate  data over some limited range of 
impact conditions. 

CONCLUDING RT3MARKS 

Results of impacts of .22-caliber s t e e l  cylinders having length- 
~ 

1 1 to-diameter r a t i o s  of - and 1 and of --inch-diameter s t e e l  spheres 
2 16 

i n t o  copper t a rge t s  a t  ve loc i t ies  from 5,000 t o  11,500 f e e t  per second 
indicate that as the  ta rge t  temperature increases the  c ra te r  s i z e  a l so  
increases. It appears t ha t  t he  decreasing of t he  speed of sound i n  the 
ta rge t  material as it i s  heated can be used as a parameter t o  predict  
t he  amount of increased cratering t h a t  occurs when t a rge t s  are heated. 

Impacted copper t a rge t s  which had been heated t o  gooo F showed 
craters  about 15 t o  25 percent la rger  i n  diameter than copper t a rge t s  
impacted a t  80’ F, while the depth of penetration increased about 30 t o  
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40 percent. 
j e c t i l e  velocity t o  speed of sound in  the target  mterial and the r a t i o  
of p ro jec t i l e  density t o  ta rge t  density can be used t o  predict  the depth 
of penetration t o  be expected i n  high-velocity impacts. 

It appears that an equation containing the  r a t i o  of pro- 

Langley Aeronautical Laboratory, 
National Advisory Committee f o r  Aeronautics, 

Langley Field,  Va., April  21, 1958. 
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e 8 b  .22 cal. steel cylinder. 7 L = I ;  

velocity=5000 f t  /sec .6 
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Figure 3 . -  Effect of ta rge t  temperature on crater ing by impacting 
cylinders. 
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(a )  Crater diameter and pro jec t i le  penetration. 
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Figure 6.- Effect of target  temperature on cratering by impacting 
spheres. 
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(a) Target penetration divided by p ro jec t i l e  length. 

Figure 7.- Data obtained by impacting copper t a rge t s  heated from &lo F 
t o  1,8000 F. 
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(b )  Target penetration divided by pro jec t i le  length L (cylinders) o r  
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Figure 7.- Concluded. 
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and t h i s  investigation with predicted penetration of reference 3. 
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